


D
is

tr
ib

ut
ed

 b
y 

G
en

re
p 

 1
-8

77
-7

G
E

N
R

E
P

 / 
in

fo
@

ge
nr

ep
.c

om
 / 

w
w

w
.g

en
re

p.
co

m

18
kW

 -
 2

0k
W

Specifications

Generator Specifications Alternator Specifications

SingleRated Power
�¢ NG/LPG �£

Three

Max Power   
�¢ NG/LPG �£

18kW/20KW

22.5KVA/25KVA

19.8KW/22KW

24.7KVA/27.5KVA

Single

Three

Single

Three

Power Factor

Rated Frequency �¢ Hz�£

Rated Speed (RPM)

1.0

0.8

60

3600

Rated Power

Alternator Type

Pole

Rotor/Stator Insulation Class

Protection Level

Winding Material

Sea Level

Coupling

20KW

Synchronous, revolving field

 2 pole 

F

IP23

Copper

�”���������I�W

Direct coupling

4 Cylinder Inline, 
4 Stoke cycle

0.998 Liters (60.9 in) 3

65.5 mm(2.52 in)

74 mm(2.91 in)

9.5:1

ECM

Engine Specifications

Naturally Aspired

DC 12V/0.8KW 
Electric start

DC 14V/70A

4.0 liters(244.1 in) 3

Dry

550

Engine Type

Displacement

Bore

Stroke

Compression Ratio

Ignition System

Air Intake System

Starter motor voltage

Battery Charge Alternator

Oil Capacity

Air Cleaner Type

Cold cranking amps:
(CCA) rating for��������18°C (0°F )

Generator Performance Fuel System

Governor regulation 
class

Governor Type

Voltage Regulation

Random Voltage 
Variations
Frequency 
Regulation

Frequency , Steady 
Stat

Sound - Genset in 
exercise mode*

Fuel supply pressure, 
kPa (in.H2O):

64 dB(A) at 23 ft (7 m) 

ISO 8528 Part 1 
Class G2

ECM

±1.0%

Fuel Type

 ± 0.5% @ 60 Hz

Isochronous

±1.0%

Sound - Genset in 
normal mode* 72 dB(A) at 23 ft (7 m) 

Fuel pipe Size

Fuel Pipe Length

Fuel consumption @ 50%(NG)

Fuel consumption @ 100%(NG)

Fuel consumption @ 50%(LPG)

Fuel consumption@ 100%(LPG)

Natural Gas or LPG
NG:1.2—3.5 (5-14)

LPG: 1.7—3.5 (7-14)

G 3/4pipe

<33ft

178ft³/h

286ft³/h 

147ft³/h

92.6ft³/h

Available Accessories
Battery Heater

Battery

Cold Weather Kit

Automatic Transfer Switch

Cooling system

Coolant Capacity

Coolant Temp 

Radiator Fan

Closed Liquid Cooled

5L

-40°C �™106°C

�����%�O�D�G�H�·������

Nominal fuel rating: Natural gas: 37 MJ/m3(1000 Btu/ft 3)
LPG: 93MJ/m 3(2500 Btu/ft³)
LPG conversion factors: 8.58 ft3= 1 lb.
0.535 m3= 1 kg 36.39 ft3= 1 gal.


